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Cycle World Final Trim Size: 7-7/8” w _x 10-1/2”d

Space Nonbleed (width x Depth) Bleed (width x Depth) Trim  (width x Depth)
Spread 14-3/4” X 9-1/4” 16” X 10-3/4” 15-3/4” X 10-1/2”
1/2 Pg Horizontal Spread 14-3/4” X 4-1/2” 16” X 5-1/2” 15-3/4” X 5-1/4”
Full Page 6-3/4” X 9-1/4” 8-1/8” X 10-3/4” 7-7/8” X 10-1/2”
2/3 Page Vertical 4-3/8” X 9-1/4” 5-1/4” X 10-3/4” 4-7/8” X 10-1/2”
1/2 Page Digest 4-3/8” X 7-5/16” 5-1/4” X 8-1/2” 4-7/8” X 8”

1/2 Page Horizontal 6-3/4” X 4-1/4” 8-1/4” X 5-1/2” 7-7/8” X 5-1/4”
1/3 Page Vertical 2" X 9-1/4” 2-7/8” X 10-3/4” 2-1/2” X 10-1/2”
1/3 Page Square 4-3/8” X 4-1/2” 5-1/4” X 5-1/2” 5” X 5-1/4”

1/4 Page Vertical 2" X 7-5/8” 2-7/8” X 8-5/16” 2-1/2” X 8”

1/4 Page Square 4-3/8” X 3-7/16” 5-1/4” X 4-3/8” 5” X 4-1/8”

1/6 Page Vertical 2" X 4-1/2” 2-7/8” X 5-1/2” 2-1/2” X 5-1/4”
1/6 Page Horizontal 4-3/8” X 2-3/16” 5-1/4” X 3-1/8” 5" X 2-7/8”

Printing Method: Web offset  Binding: Perfect bound

Live Matter Safety: Maximum spacing 1/4” from TRIM.
Crossover type on spreads: allow 3/16” on each side of
gutter.

Digital Ad Specs:

Required File Formats:

* PDF/X-1a - PDF version 1.3 (Acrobat 4); output
resolution 2400 dpi; composite CMYK; high-quality JPEG
or lossless Zip compression; resolution for color and gray
scale images is 300 dpi; resolution for monochrome
images is 1200 dpi; and fonts are embedded and subsetted
100% as well as other characteristics. This format is
acceptable for spread, full or partial pages.

* Trapping is the responsibility of the file provider.

¢ Further information about PDF-X1a can be found at
http://www.ipa.org

* All custom ink colors must be approved by Production
Manager and identified by PANTONE number.

Note: Any non-process colors included in the file will be converted to
CMYK. Conversion process may compromise integrity of the file
and waives our color guarantee.

Unacceptable file formats: Other file types, such as
Postscript, TIFF, TIFF/IT, EPS or native applications such
as Quark, InDesign, Illustrator, Photoshop, etc.

Ink Specifications: 4/C process. Match colors available.

Density: Total density should not exceed 300%.

Crop Marks: All marks (trim, bleed) should be included in all
colors and must be located 1/4" from trim and not to invade
the live or bleed areas.

Metadata: We support AdsML, GWG Ad and Soft-Proofing Tickets.

General Rules: Allow minimum 1/8" on all sides for bleed ads;
Reverse type or 4/C Black text smaller than 10 pt and any
solid type smaller than 6pt cannot be guaranteed for perfect
registration or readability; white color objects cannot be set
to overprint.

Proofs Specifications:

Kodak Approval; Epson Digital; or other SWOP Coated 3
certified contract proof. All proofs must be made according

to SWOP standards including color bars. Proofs that do not
meet SWOP criteria will be used for color break only. More
information can be found at http://www.idealliance.org. In
addition, please supply two content (laser) proofs 100% to size,
which are an identical match to supplied file. Note: this will allow
HFM to ensure content integrity.

Preferred Method of File Delivery:

HFM U.S. Ad Portal at http://hfmus.com/hfmus/upload_ad
Note: A contract proof must follow the next business day.

Back-up Method of File Delivery:

FTP digital files to:
Host address:

User Name/ID: cwads
Password: cwadsl

Note: if sending files via FTP, notify Production Manager via
e-mail and send contract proof for next business day.

cwads.hfmus.com

Send proofs to:
HFM - Cycle World Magazine
1499 Monrovia Avenue
Newport Beach, CA 92663
Attn: Tonia Troncone
949-720-5345

All electronic data will be held for one year from date of last
insertion and all original disks will be destroyed after production
cycle unless otherswise requested.

For material extensions and supplied insert information, please call Tonia Troncone, Production Manager
949-720-5345 or ttroncone@hfmus.com



